Abrasive screen, self-fastening, waterproof

AN 400 Retail packs

Properties Materials
Bonding agent Resin Paint/Varnish/Filler
Grain Aluminium oxide Gel coats

Backing Polyester screen Plaster

Product benefit

Plasterboard walls

Composite materials

Effective and full-surface dust extraction thanks to open grid
structure - Dust-free grinding extends the service life of the abrasive -
At the same time, improved health and safety thanks to reduced dust
formation at the workstation - Independent of existing extraction hole
patterns - Waterproof

Available grits:
80 120 180
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Wood

Wood-based materials

Applications

» Drywall installations
» Paint shops

» Automotive industry
» Boat and shipbuilding
» Wind energy industry

» Wood processing industry

240 320
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Diameter grain Hole pattern Packing Cat.

in mm unit/pcs. number
125 80 @ Screen 25 360234
125 120 @ Screen 25 360235
125 180 @ Screen 25 360237
125 240 @ Screen 25 360238
125 320 @ Screen 25 360251
150 80 @ Screen 25 360261
150 120 @ Screen 25 360262
150 180 @ Screen 25 360263
150 240 @ Screen 25 360264
150 320 @ Screen 25 360265
225 80 @ Screen 25 360278
225 120 @ Screen 25 360279
225 180 @ Screen 25 360282
225 240 @ Screen 25 360280
225 320 @ Screen 25 360281
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